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load determination must be included in 
the notification of compliance status. 
The following information must be in-
cluded in the written report: the engine 
model number, the engine manufac-
turer, the year of purchase, the manu-
facturer’s site-rated brake horsepower, 
the ambient temperature, pressure, and 
humidity during the performance test, 
and all assumptions that were made to 
estimate or calculate percent load dur-
ing the performance test must be clear-
ly explained. If measurement devices 
such as flow meters, kilowatt meters, 
beta analyzers, stain gauges, etc. are 
used, the model number of the meas-
urement device, and an estimate of its 
accurate in percentage of true value 
must be provided. 

§ 63.6625 What are my monitoring, in-
stallation, operation, and mainte-
nance requirements? 

(a) If you elect to install a CEMS as 
specified in Table 5 of this subpart, you 
must install, operate, and maintain a 
CEMS to monitor CO and either oxygen 
or CO2 at both the inlet and the outlet 
of the control device according to the 
requirements in paragraphs (a)(1) 
through (4) of this section. 

(1) Each CEMS must be installed, op-
erated, and maintained according to 
the applicable performance specifica-
tions of 40 CFR part 60, appendix B. 

(2) You must conduct an initial per-
formance evaluation and an annual rel-
ative accuracy test audit (RATA) of 
each CEMS according to the require-
ments in § 63.8 and according to the ap-
plicable performance specifications of 
40 CFR part 60, appendix B as well as 
daily and periodic data quality checks 
in accordance with 40 CFR part 60, ap-
pendix F, procedure 1. 

(3) As specified in § 63.8(c)(4)(ii), each 
CEMS must complete a minimum of 
one cycle of operation (sampling, ana-
lyzing, and data recording) for each 
successive 15-minute period. You must 
have at least two data points, with 
each representing a different 15-minute 
period, to have a valid hour of data. 

(4) The CEMS data must be reduced 
as specified in § 63.8(g)(2) and recorded 
in parts per million or parts per billion 
(as appropriate for the applicable limi-
tation) at 15 percent oxygen or the 
equivalent CO2 concentration. 

(b) If you are required to install a 
continuous parameter monitoring sys-
tem (CPMS) as specified in Table 5 of 
this subpart, you must install, operate, 
and maintain each CPMS according to 
the requirements in § 63.8. 

(c) If you are operating a new or re-
constructed stationary RICE which 
fires landfill gas or digester gas equiva-
lent to 10 percent or more of the gross 
heat input on an annual basis, you 
must monitor and record your fuel 
usage daily with separate fuel meters 
to measure the volumetric flow rate of 
each fuel. In addition, you must oper-
ate your stationary RICE in a manner 
which reasonably minimizes HAP emis-
sions. 

§ 63.6630 How do I demonstrate initial 
compliance with the emission limi-
tations and operating limitations? 

(a) You must demonstrate initial 
compliance with each emission and op-
erating limitation that applies to you 
according to Table 5 of this subpart. 

(b) During the initial performance 
test, you must establish each operating 
limitation in Tables 1b and 2b of this 
subpart that applies to you. 

(c) You must submit the Notification 
of Compliance Status containing the 
results of the initial compliance dem-
onstration according to the require-
ments in § 63.6645. 

CONTINUOUS COMPLIANCE REQUIREMENTS 

§ 63.6635 How do I monitor and collect 
data to demonstrate continuous 
compliance? 

(a) If you must comply with emission 
and operating limitations, you must 
monitor and collect data according to 
this section. 

(b) Except for monitor malfunctions, 
associated repairs, and required quality 
assurance or control activities (includ-
ing, as applicable, calibration checks 
and required zero and span adjust-
ments), you must monitor continu-
ously at all times that the stationary 
RICE is operating. 

(c) You may not use data recorded 
during monitoring malfunctions, asso-
ciated repairs, and required quality as-
surance or control activities in data 
averages and calculations used to re-
port emission or operating levels. You 
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